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SECTION 01 7300 - EXECUTION 

GENERAL 
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c. Air or smoke barriers. 
d. Fire-suppression systems. 
e. Mechanical systems piping and ducts. 
f. Control systems. 
g. Communication systems. 
h. Fire-detection and -alarm systems. 
i. Conveying systems. 
j. Electrical wiring systems. 
k. Operating systems of special construction. 
l. <Insert operating system>. 

3. Other Construction Elements: Do not cut and patch other construction elements or 
components in a manner that could change their load-carrying capacity, that results in 
reducing their capacity to perform as intended, or that results in increased maintenance or 
decreased operational life or safety.[ Other construction elements include but are not 
limited to the following:] 

a. Water, moisture, or vapor barriers. 
b. Membranes and flashings. 
c. Exterior curtain-wall construction. 
d. Sprayed fire-resistive material. 
e. Equipment supports. 
f. Piping, ductwork, vessels, and equipment. 
g. Noise- and vibration-control elements and systems. 
h. <Insert miscellaneous element>. 

4. Visual Elements: Do not cut and patch construction in a manner that results in visual 
evidence of cutting and patching. Do not cut and patch exposed construction in a manner 
that would, in Architect's opinion, reduce the building's aesthetic qualities. Remove and 
replace construction that has been cut and patched in a visually unsatisfactory manner. 

C. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written 
recommendations and instructions for installation of products and equipment. 

PRODUCTS 

2.1 MATERIALS 

A. General: Comply with requirements specified in other Sections. 

1. For projects requiring compliance with sustainable design and construction practices and 
procedures, use products for patching that comply with requirements in Section 018113.13 
"Sustainable Design Requirements - LEED for New Construction and Major Renovations,"  

B. In-Place Materials: Use materials for patching identical to in-place materials. For exposed 
surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent 
possible. 

1. If identical materials are unavailable or cannot be used, use materials that, when installed, 
will provide a match acceptable to Architect for the visual and functional performance of in-
place materials. 
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Construction Equipment:  All construction equipment used on the Northwestern University cam-
puses is required to have Tier 4 Final emissions control technology. 

G. Templates: Obtain and distribute to the parties involved templates for work specified to be factory 
prepared and field installed. Check Shop Drawings of other work to confirm that adequate 
provisions are made for locating and installing products to comply with indicated requirements. 

H. Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size 
and number to securely anchor each component in place, accurately located and aligned with 
other portions of the Work. Where size and type of attachments are not indicated, verify size and 
type required for load conditions. 

1. Mounting Heights: Where mounting heights are not indicated, mount components at 
heights directed by Architect. 

2. Allow for building movement, including thermal expansion and contraction. 
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G. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar 
operations, including excavation, using methods least likely to damage elements retained or 
adjoining construction. If possible, review proposed procedures with original Installer; comply with 
original Installer's written recommendations. 

1. In general, use hand or small power tools designed for sawing and grinding, not hammering 
and chopping. Cut holes and slots neatly to minimum size required, and with minimum 
disturbance of adjacent surfaces. Temporarily cover openings when not in use. 
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3.7 COORDINATION OF WORK 

A. Contractor shall be responsible for coordinating various portions of its Work with that to be 
performed by other Contractors, Subcontractors, or separate contractors, so that no part of the 
Work will be left in an unfinished or incomplete condition as a result of any disagreement between 
Contractor and any other Subcontractor or another Contractor as to where the work of one begins 
and ends with relation to the work of the others. 

B. Contractor shall submit to Owner’s project manager, weekly, an accurate manpower count of its 
work force along with a brief description of the work performed and where it is located. 
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